PROJECT DESCRIPTION

f. GENERAL ,
This portion of the project involves the installation of a new traffic control signal and

12-pair of interconnect cable at the intersection of MD 214 - and Hampton Mall Entrance

in Prince George's County, Maryland. MD 214 is considered to run in an east/west direction.

IIl. INTERSECTION OPERATION : .

The intersection is to operate in NEMA two (2) phase, semi-traffic-actuated mode. There
willbe an exclusive left turn phose for the westbound movement of MD 214 to

operate currently with the Hompton Mall northbound to eastbound right turn movement.

The MD 214 westbound through movement does not stop at any time. The left turn phase will
change to a flashing mode during the MD 214 through movement phase.

An eight phase, full-traffic-actuated, solid state digital controller with specialinterconnect relay package
necessary interconnect system  hardware and software, and one 4-channelrack mounted time delay
output loop detector amplifiers housed in a base mounted cabinet are to be installed at this location.

EQUIPMENT LIST -

A. Equipment to be furnished by MD-SHA ond instalied
by the Contractor.

Category Specification
Code No. Quantity Units Section Description
971017 _ -1 EA 816 Standard S.H.A. traffic signal controller, base mounted
cabinet, special interconnect relay package and one 4-channel
rack mounted loop detector amplifiers [Note: Controller and cabinet
shalibe supplied by Econclite and delivered to the S.H.A. signal
shop for wiring and testing. Contoct Mr. Ed Rodenhizer (410) 787-76501.
960022 6 EA 814 12 in., one-way, three section (R,Y,G) adjustable traffic
: signalhead with mast arm mounting hardware
and tunnel visors.
960070 1 EA 814 12 in., one-way, three section (RA,YA,GA) adjustable traffic
signal head with pole mounting hardware and
tunnel visors.
973023 15 SF B13 30 in. x 36 in. R 3-5(R) sign with mast arm mounting hardware.
873023 - 22.25 SF 813 48 in. x 48 in. W 3-3 “NEW" sign for ground mounting..
973023 15 SF 813 36 in. x 60 in. R 10-6(1) sign with pole mounting hardware.
973023 15 SF 813 36 in.x 60 in. R 10-6(1) sign with mast orm mounting hardware.

B. Equipment to be furnished and instalied by the Contractor.
All equipment in this list shollhave catalog cuts submitted for approvalprier to instaillation.

Specification

ggszgig Quantity. Units Section Description

203030 3 cYy 205 ‘Test pit excavation.

585445 120 LF 556 24 in. wide HAPPTPM - white for stopl line.

837001 ) 3 EA- 804 Ground rod -¥4in. diameter x 10 ft length.

BO0O000 1 EA 818 27 ft. steelmast arm pole with 70 fi. mast arm

[Note: four 2 in. x 90 in. anchor boltsl.
BODO0OD - 1 EA- 818 23.5 ft. steelsigning mast arm pole with 22 ft. mast orm
: [Note: four 2 in. x 72 in. anchor boltsl.9See SN-9C on
sheet 35 for details}.

871202 1 EA 816 install controier/cabinet base rmounted.

860220 B EA 814 install vehicie signalhead - mast arm mounted.

860260 1 EA 814 install vehicle signalhead - pole mounted.

800000 30 SF 813 Instait sign - mast arm mounted.

BOOOOO 15 SF 813 Install sign - pole mounted.

B13014 22.5 SF B13 install sign - ground mounted

811001 6  EA 81 Handhole.

862102 375 LF 815 Sawcut for signalioop detector.

862101 , 1375 LF - 810 Loop detector wire (No. 14 AW.G.) encosed in flexible ¢ :bing.
861104 10 LF 810 2-conductor (gluminum shieided) electrical cable (No. 14 AW.G.).
BO0000 45 LF . 810 2-conductor tray cable (No. 12 AW.G.)

86110.7 a0 LF 810 5-conductor electricai cable (No. 14 AW.G.).

861108 510 LF 810 7-conductor electrical cable (No. 14 AW.G.).

861117 40 LF 810 3-wire (No. 4 AW.G.) electrical cable.

861102 40 LF | 810 3-wire (No. 8 AW.G.) electrical cable.

80250-1. 150 LF 810 Bare copper stranded ground wire (No. 6 AW.G.).

805160 25 LF 805, 1in. liquid tight flexible non-metalic conduit for loop det: ctor sleeve.
800000 500 LF 805 2 in. polyvinylchloride [Schedule 801 electrical conduit - renched. '
800000 20 LF 805 2 in polyvinyl chioride [Schedule BO] electricdl conduit - -ushed.
800000 50 LF 805 3 in. polyvinyl chloride [Schédule 807 electrical conduit - renched.
800000 30 LF 805 4 in. polyvinyl chloride [Schedule 801 eilectrical conduit - irenched.
801004 10.55 CYy 801 Concrete foundation for traffic signal equipment.

838003 1 EA 807 Controller and distrubution equipment (120/240 v, one phase, three

: wire system for type B-14 overhead electirical service.

- 801106 41 LF 812 4 in. x 6 in. wood sign support.’

822002 580 LF --- 12-pair voice grade jelly filled telemetery cable (No.1¢ AW.G.)
800000 . 1 EA --- Clean, cut, and cap mast arm.

B66103 [ EA 818 15 ft. lumingire arm.

831010 . 1 EA 806 250 watt HPS lamp and luminaire.

805150 60 LF 805 3 in. polyvinyl chioride [Schedule 801 electricat conduit - slotted in roadway.

CONTACT LIST

The contact persons for District *3 ore as follows:

Mr. Charlie Watkins
District Engineer
301-513-7300

Mr. Majid Shakib
Assistant District Engineer - Traffic
301-513-7300

Mr. Joe Geckle
Assistant District Engineer - Utility
301-513-7300

Mr. Randy Brown
Assistant District Engineer - Maintenance
301-513-7300

Mr. Richard L. Daff
Chief, Traffic Operations Division
410-787-7630

The Power Company Representative is:
Potomac Electric and Power Company
Mr. Ron Beeson

8300 0OIld Marlboro Pike

Upper Marlboro, Maryland 20770
301-976-5325
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Overhead utilities shown on these plans are schematic and are not to be
considered complete. The Contractor shallbe responsible for verifying all
utilities prior to construction. If the Contractor perceives that a conflict
between the utilities and the traffic signal equipment will occur, the
Contractor shallnotify the appropriate Project Engineer immediately.

~ Overhead Utility Sketch

{(Not To Scale)
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Wiring Diagram

G.H,K,L

LW LW

D.N,O

H,J.K,L,P,Q

{D,0 Terminate at Disconnect)

&
AB,C.H,J K,LMN,P,Q

.O-T'ermino{ss at Disconnect)

A

B 2-Conductor Cable

c (Aluminum Shielded)

D= 2-Conductor Tray Cable
(No. 12 AW.G.)

E ; 5-Conductor Electrical

G Cable (No. 14 AW.G.)

H o .

J - 7-Conductor Electrical

K Cable (No. 14 AW.G.)

L

M~ Bare Copper' Ground

Wire (No. 6 AW.G.)

3-Wire (No. 4 AW.G.) for
N=" Traffic Signal Electrical Service

3-Wire (No.8 AW.G.) for
Street Lighting Electrical Service

12-Pair Voice Grade Telemetry
_ Interconnect Cable (No. 19 AW.G.)
- P=" (Hampton MallEnt. - 1-95 Ramp A-A
' Run)

12-Pair Voice Grode Telemetry
Q- interconnect Cable (No. 19 AW.G.)
- {Hampton Perk Dr. - Hampton
Mall Ent. Run)

" Loop Detector Wire

LW= (No. 14 AW.G.)in Flexible Tubing

PF =  Proposed Overhead Electricai
' Service By PEPCO.

X = Proposed Grounding Rod
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The Trafic Group, Ine.
Suite 600
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Towson, Maryland 21204
FI0-583-8405
1-800-583-8411
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